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GSFC DETAIL SPECIFICATION

RELAYS, ELECTROMAGNETIC HERMETICALLY SEALED, 2PDT (2¢),
PERMANENT MAGNET DRIVE, 10 AMPERE, ALL WELDED

The requirements for procuring the relays descrlbed herein shall

consist of this specification and the current revision of GSFC
S5-311-P-754.
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Table I. Part Numbers and characteristics
Coil v Pickup Dropout DC Coil
GSFC Similar to Terminal Voltage Voltage | Voltage | Resistance
Part. Number MIL Part Number Type (Nominal)| (max.) (min.) (ohms)
6311P754/06-001 MS27401-5M Solder Hook 28.0 vdc | 18.0 vdc | 1.5 vde 320 210%
63551@754/06-002 MS27401-6M _ Socket Pin 28.0 vdc | 18.0 vdc | 1.5 vde 320 :10%
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Flgure 1.
Notes:
1. Relays must be provided with unpainted enclosures.
2. Terminal numbers do not appear on the header. There
shall be affixed to each relay a suitable circuit
diagram that identifies each terminal location.
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REQUIREMENTS:

Operating Temperature Range:

=70°C to +125°C

Other: All requlrements (contact ratings, life test
_requlrements, environmental data, etc.) shall be as
specified in MS27401 except as detailed or modified

herein.

Seal

Fine leak test ....iveeeciveenceanes
Gross leak test ..ciieveccccccncncnns

Electrical measurements

Insulation resistance .....ceceececes
Dielectric strength ....cccvceeceens
Coil resistance ....ceeveeieenncnenn
Pickup vOltage ...ceceeeenceseconeas
Dropout voltage ...eceeesececcncccan
Contact voltage Arop...cceceeecceeess
Operate time ....cceieeeenececencons
Release tiMe ...civeernnincereeonnns
Bounce time ...iciveecceccecencncns
Coil transient suppression .........
Neutral SCreen .....cceeeeeececcecens

Vibration

SINUS0IAAl ..o vveeeercncecccoscecnss
Random'.....I..............‘...'..l.

High temperature S0aK «..c.ceeceeesecese
High temperature run-in ..........c....
Low temperature run=in ......c.cceeeeeee
Room temperature run-in ......c0ce0ene.

Seal

Fine leak test ....veeeececeocccoees
Gross leak test . ... ererecccccecon

1 X 1078 cc/sec max.
not applicable

see MS27401
see MS27401
see Table I
see Table I
see Table I
0.150 volt max.
10 ms max.

10 ms max.

see MS27401
not applicable
not applicable

30 g (10 - 3000 Hz)
not applicable

not applicable
applicable at +85°C
not applicable
not applicable

1 x 10°8 cc/sec max.
applicable
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